
 
 
 
 
 

 
 
 
 
 

 

 

 

SPCP333/SPCP332 
Smart Power Supply G3 /G2 

SPC Smart power supply with 8 inputs and 2 outputs 
 
The supervised SPCP333 /332 power supply combines a 1.5A power supply with the 
SPCE652 to provide a monitored power supply with configurable inputs and outputs. The 
power supply is supplied in two variants SPCP333 �± grade 3 and SPCP332 �± Grade 2 
housing.  
 
The housing can accommodate one battery 
Key Features include:  
 

�„  Easy configuration 
�„  Cause and effect intergration 
�„  Configurable Inputs type (22+ types)  
�„  Configurable Input EOL (24+ types) 
�„  Individual name per input 
�„  Individual log per input 
�„  Configurable Outputs 
�„  Individual test function per output 
�„  3 Selectable modes of operation per output 

o Continious 
o Pulse 
o Momentary 

�„  Log option per output 
�„  Each output can be restricted by calendars 

 
 

 
 

Key Numbers : 
�„  12 V DC PSU 
�„  1.5 A auxiliary power 
�„  2.3A Aux power 
�„  Grade 2/3 housing 
�„  8 inputs 
�„  2 outputs 
�„  Front tamper 
 

Operations : 
Input types  

�„  Alarm 
�„  Entry 
�„  Panic 
�„  Hold up 
�„  Tamper 
�„  Key arm 
�„  Fault 
�„  Glass break 
�„  Etc. 
 

Operations : 
Output  types  

�„  Zone follower 
�„  Door Status 
�„  User definable 
�„  External Bell 
�„  Strobe 
�„  Internal Bell 
�„  Alarm  
�„  Confirmed Alarm 
�„  Etc. 

 
 
 
 

 
 
 
 
 

 


